
Crow introduces a unique new line of industrial grade
mirror optic sensors for professional outdoor security installations.
The "MRX Platinum Series" offers a unique combination of varifocal
mirrors, ASIC based electronics and durable enclosures for stable
performance and reliability in various outdoor security applications.

The "MRX Platinum Series" includes unique Triple
Technology Sensors , combining Twin dual element
pyro sensors and MicroWave technology  for
ultimate stability in harsh environment applications.

HIGH PRECISION VARIFOCAL MIRROR DESIGN

Thanks to the increased level of energy collected through Crow's  "Varifocal"
mirrors, the electronic gain of the detector can be dramatically reduced and
the signal to noise ratio optimized to virtually eliminate false alarms even in
the harshest environments.

A further advantage of  "Varifocal" mirrors is
an unprecedented level of immunity to white
light and RFI.

ULT IMATE  RE L I AB I L I T Y  I N  OUTDOOR
DETECTION

processing used in the "MRX Platinum Series"
allows the detector to precisely identify human
movement with extreme accuracy, validate
intrusions, and program itself to cope with
the harshest environmental conditions.

A further enhancement to Crow's powerful
electronics, is the addition of optional Special
Pet Immunity masks which, once assembled on
the detector's mirrors, provide exceptional
protection against animal interference within
the detection area.

EASY AND FAST INSTALLATION

All models can be installed quickly and easily.
They are all provided with mounting  brackets
allowing the installer to reach the required
detection range . Settings and tests are user
friendly, and there is no need for calibration.

The MR Platinum Series -  Professional Detectors for Professional Installers
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CROW LATIN AMERICA
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Specifications are subject  to change without prior notice.

NOTICE: The warranty does not make the manufacturer or the distributor of CROW an insurer nor shall either be held liable
for any consequential damages resulting from any breach of warranty, expressed or implied, applicable to their use. Specific
legal rights may vary from State to State in the United States and from Province to Province in Canada.
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LONG RANGE PATTERN FOR:
MRX-220, MRX-300
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MRX-220

DOUBLE DUAL PIR + MW

105°

27 mA
17 mA

High, Low

154 x 114 x 74
6.1 x 4.5 x 2.9

290
10.23

MRX-300

DOUBLE DUAL PIR + MW

90°

31 mA
21 mA

-

250 x 149 x 190
9.8 x 5.8 x 7.5

900
31.8

10.525MHz. Other frequencies upon request

Features

Detection method

Frequency - MicroWave

Mirror Optics
Wide Angle Field of View
Wide Angle Coverage

Long Range Coverage

Detection Speed

Power Input

Current Draw
Active
Standby

MW Sensitivity Options

MW Sensitivity Range

Alarm Output

Tamper Output

Alarm Period

RFI Protection

EMI

Operating Temperature

Mounting Height

Dimensions                             mm
                                                inch

Weight                                     gr.
                                                oz.

N.C Contacts. Rating 0.1A 28VDC with 10 Ohm series
protection resistor - open when cover is removed

2 Sec +/- 0.5 Sec

30V/m 10-1000 MHz

50,000V Lightning / Power through electrical interference

-20°C to +50°C (-4°F to +122°F)

1.5m ~ 3m ( 5 ft ~ 10 ft ) - Calibration Free

15m x 15m (49.2’ x 49.2’)

25m x 3m (83’ x 9.8’)

0.3-1.5m/sec (1-5’/sec)

8.2 - 16 Vdc (12Vdc nominal)

Yes

N.O / N.C 28Vdc 0.1A with 10 Ohm Series
Protection Resistors

MRX-220
UNIQUE "TRIPLE TECHNOLOGY" OUTDOOR DETECTOR

• Powerful Twin Dual Element PIR detector with Microwave
    for outstanding detection speed and false alarm immunity
• Sealed and Durable Housing for residential and commercial
    applications
• IP65 Rating
• Increased immunity against visible light and RFI/EMI  sources
• Up to 15 m (49') detection range with 105° Ultra
    Wide Angle Mirrors
• Up to 25 m (82') detection range with Long Range Mirrors
• Asic based electronics for ultimate performance and stability
• Optional Pet Immunity Masks for mirrors 10,20,30 and up to
    45 kg (22, 44, 66 and up to 99 lb.)

MRX-300
SPECIAL  "TRIPLE TECHNOLOGY" OUTDOOR DETECTOR FOR EXTREME
OUTDOOR CONDITIONS

• Industrial grade housing and bracket for heavy duty
     installations
• Twin Dual Element PIRs plus MicroWave Sensor
• Tamper resistant bracket
• Dual axis tilt sensor for full antivandalism
    protection
• IP65 Rating
• Asic based electronics for ultimate performance and
    stability
• Greatest immunity against visible light and RFI /EMI sources
• Up to 15 m (49') detection range with 90° Wide Angle
    Mirrors
• Up to 25 m (82') detection range with Long Range Mirrors
• Optional Pet Immunity Masks for mirrors 10,20,30 and up to
    45 kg (22, 44, 66 and up to 99 lb.)
• Totally hidden wiring
• Exceptionally easy installation by simply pan , tilting and
    locking the unit to the alignment requirements

MRX-220
MOUNTING BRACKET

MRX-300
PAN-TILT AND LOCKING
MOUNTING BRACKET

WIDE ANGLE DETECTION PATTERN FOR:
MRX-220
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