
KX18DCKX18DC
18m Digital Curtain PIR Detector

®®

SPECIFICATIONS (QUICK REFERENCE)

KX18DC

White

3mm ABS, 0.4mm HDPE in Lens area

Low Noise Dual Element Pyroeletric Sensor

High, Low

Digital

18m

24

0.3 - 3.0 m/s

9 - 16V DC

11mA @ 12V (Min), 12mA @ 12V (Max), 

SELV limits; 60V DC, 50mA (42.4V AC Peak)

1.8m - 4m

12V 50mA

-40ºC to 80ºC (-40ºF to 176ºF)

-30ºC to 70ºC (-22ºF to 158ºF)

Wall and Ceiling Mounting Brackets Included

EN55022 Class B

EN50130-4

30m Long Range

Model:

Colour:

Casing:

Detection Method:

Sensitivity:

Temperature Compensation:

Detection Range:

Detection Zones:

Detection Speed:

Operating Voltage:

Current Consumption:

Relay Output:

Mounting Height:

Tamper Switch:

Storage Temperature:

Operating Temperature:

Accessories:

Emissions:

Immunity:

Optional Lenses Available:

B WEIGHT AND DIMENSIONS

AVOIDING FALSE ALARMS

PIR REMOTE LED ENABLE

1. Avoid placing the detector in direct sunlight.
2. Do not let pets and other animals wander freely whilst the alarm system 
    is armed.
3. Do not mount the detector near heaters or radiators.
4. Do not mount the detector near open windows or air vents, as draughts
    may cause false alarms.
5. Mount the detector on a stable surface.
6. Do not run cable parallel to mains wiring.

Function: Enables the PIR LED during walk test mode, when the LED has been
disabled by removing the LED link pin.

Pyronix panels: From user mode enter walk test mode. The PIR LED will be
enabled. Walk test the PIR. When exiting walk test mode the PIR LED  will be
disabled again.

Connection: Connect (LED) to a PGM at the control panel 
programmed to be 0V when the system is in walk test mode.

VERTICAL COVERAGE 

HORIZONTAL COVERAGE
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Kg = 105g (3.4 oz) without bracket

KX15DC

Áåëûé

3ìì ABS ïëàñòèê, ëèíçà 0,4ìì ÏÝÍÄ

Äâóõïëîùàäíûé ïèðîýëåêòð. ñåíñîð

Âûñîêàÿ, Íèçêàÿ

Öèôðîâàÿ

18ì

74 ðóáåæåé

0,3 - 3,0 ì/ñ

9 - 16Â ïîñò. òîêà

11ìÀ @ 12Â (ìèí.), 12ìÀ @ 12Â (ìàêñ.)

60Â ïîñò. òîêà, 50ìÀ (42,4Â ïåðåì. òîêà)

1.8ì - 4ì

12Â 50ìÀ

-40ºC to 80ºC (-40ºF to 176ºF)

-30ºC to 70ºC (-22ºF to 158ºF)

Íàñòåííûé è ïîòîëî÷íûé êðîíøòåéí

EN55022 Class B

EN50130-4

30ì Êîðèäîðíàÿ

Ìîäåëü:

Öâåò:

Êîðïóñ:

Ìåòîä îáíàðóæåíèÿ:

×óâñòâèòåëüíîñòü:

Òåðìîêîìïåíñàöèÿ:

Äàëüíîñòü äåéñòâèÿ

Çîíà îáíàðóæåíèÿ:

Ñêîðîñòü îáíàðóæåíèÿ:

Íàïðÿæåíèå ïèòàíèÿ:

Òîê ïîòðåáëåíèÿ:

Âûõîä òðåâîãè:

Âûñîòà óñòàíîâêè:

Âûõîä ñàìîîõðàíû:

Òåìïåðàòóðà õðàíåíèÿ:

Ðàáî÷àÿ òåìïåðàòóðà:

Àêñåññóàðû:

Èçëó÷åíèå:

Ïîìåõîóñòîé÷èâîñòü:

Âàðèàíòû ëèíç (îïöèÿ):
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ÄÈÀÃÐÀÌÌÛ ÍÀÏÐÀÂËÅÍÍÎÑÒÈ ÇÎÍÛ ÎÁÍÀÐÓÆÅÍÈß

ÂÅÑ È ÃÀÁÀÐÈÒÛ

ÓÑÒÀÍÎÂÊÀ

ÂÈÍÒ ÊÐÅÏËÅÍÈß ËÈÖÅÂÎÉ ×ÀÑÒÈ

ÂÛÁÈÂÍÛÅ ÎÒÂÅÐÑÒÈß

ÌÎÍÒÀÆ ÍÀ ÑÒÅÍÓ

ÑÁÎÐÊÀ ÍÀÑÒÅÍÍÎÃÎ ÊÐÎÍØÒÅÉÍÀ

ÑÁÎÐÊÀ ÏÎÒÎËÎ×ÍÎÃÎ ÊÐÎÍØÒÅÉÍÀ

ÂÍÓÒÐÅÍÍßß ÊÎÌÏÎÍÎÂÊÀ ÈÇÂÅÙÀÒÅËß

ÏÅÐÅÌÛ×ÊÈ ÂÛÁÎÐÀ ÍÎÌÈÍÀËÀ ÎÊÎÍÅ×ÍÛÕ 
ÐÅÇÈÑÒÎÐÎÂ

ÊÎÐÎÒÊÎÇÀÌÊÍÓÒÛÉ ØËÅÉÔ (áåç îêîíå÷íûõ ðåçèñòîðîâ)

ØËÅÉÔ Ñ 1-Ì ÎÊÎÍÅ×ÍÛÌ ÐÅÇÈÑÒÎÐÎÌ (íàïðèìåð, 
ðåçèñòîð 4,7 êÎì)

ØËÅÉÔ Ñ 2-Ìß ÎÊÎÍÅ×ÍÛÌÈ ÐÅÇÈÑÒÎÐÀÌÈ (íàïðèìåð, 
äâà ðåçèñòîðà ïî 4,7 êÎì)

ÏÐÈÌÅÐ ØËÅÉÔÀ Ñ ÓÄÂÎÅÍÈÅÌ ËÓ×ÅÉ

ÄÂÀ ÈÇÂÅÙÀÒÅËß Â ÎÄÍÎÌ ØËÅÉÔÅ Ñ ÎÊÎÍÅ×Í. ÐÅÇ.

ÑÁÎÐÊÀ ËÈÍÇÛ

30ì ÊÎÐÈÄÎÐÍÀß ËÈÍÇÀ

ÎÕÂÀÒ ÏÎ ÃÎÐÈÇÎÍÒÀËÈ

ÎÕÂÀÒ ÏÎ ÂÅÐÒÈÊÀËÈ

ÎÕÂÀÒ ÏÎ ÃÎÐÈÇÎÍÒÀËÈ

ÎÕÂÀÒ ÏÎ ÂÅÐÒÈÊÀËÈ 

RINS607-5

POWER UP
When the detector is first powered up, it will run through a self-test routine, 
indicated by the flashing LED.

EN50131-1
Security Grade 2
Environmental Class 2

2

This product is suitable for use in systems designed to comply with 
PD6662:2004 at Security Grade 2 and Environmental Class 2.

WARRANTY

This product is sold subject to our standard warranty conditions and is warranted against
defects in workmanship for a period of five years.

In the interest of continuing improvement of quality, customer care and design, Pyronix Ltd
reserves the right to amend specifications, without giving prior notice.

Pyronix Limited, Pyronix House
Braithwell Way, Hellaby,
Rotherham, S66 8QY, UK

Customer Support Line (UK only): 0870 122 3360
This is a national rate line

email:    customer.support@pyronix.com
website: www.pyronix.com

This product is approved for
use in the Residential, 
Commercial and Light 
Industrial Environment.
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EOL RESISTOR HEADERS DEOL HEADERS EXAMPLE

ZONE DOUBLING EXAMPLE
TWO DEOL DETECTORS 
TO ONE ZONE EXAMPLE

The KX18DC has two sets of header pins on the PCB, one on either side of 
the connector blocks. These headers are used to select the End Of Line 
resistance for EOL wiring applications. If EOL wiring is not used, leave the 
headers OFF.

The set to the left of the + terminal selects the value of the resistance 
across the ALARM relay. The set to the right of the TAMPER terminals
selects the value of the End Of Line resistor.

If the resistance value you require 
is not selectable, leave the headers 
off and wire a resistor of the 
required value between the 
appropriate terminals as shown.
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PHYSICAL LAYOUT

OFF ON (Default)

Header On 
= HIGH

Header On 
= NC (Default)

Header Off  
= LOW (Default)

Header Off  
= NO

SENSITIVITY

RELAY POLARITY
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LENS ASSEMBLYF

RINS607-5

HORIZONTAL COVERAGE
30M LONG RANGE LENSG G1

13m

12m

11m

10m

9m

8m

7m

6m

5m

4m

3m

2m

1m

1m

2m

0m

3m

4m

5m

6m

VERTICAL COVERAGE 
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90  - 0m - 10m
6  - 0m - 30m
46 zone edges
6 planes

This symbol illustrates 
where the resistors are 
connected internally
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